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PVDC Coated BOPET Film on one side (SD-B1T0)

DESCRIPTION

SD-B1T0 gradeis biaxially oriented polyester film costed on one
side with an aqueous dispersion of polyiinylidene designed for
flexible packaging applications

CHARACTERISTICS
* Excelient oxgygen barneyeutstanding flavor and arama barrier.
= Bxcetent heat resistance the best mechanical strength. (L PVDC ) Adhesion
= Qutstanding properties of printable. 3 BOPET
TECHNICAL DATA
Fypieal Value
PHYSICAL
Thickhess ASTM D374 Micron(Gauge) ~ 12(47.2) 13(51.2) 14(55.1)
Yield 50 test m'/kglin’/ib)  58.14(40876} 53.76{37797) S0{35153)
Unit Weight S0 test g/milibjream)  17.2{10.75) 188(16.3)  20{12.5)
OPTICAL |
HAZE ASTM D10G3 % 2.4 24 24
MECHANICAL
AR MD ASTM DE&2 - MPA(PSH 195(28281) 195(28281) 195(28281)
Hisanene ™ ASTM D882 MPA(PSH) 185(26831) 185(26831) 185(26831)
oo MD: ASTM Dag2 MPA(PS]) 90(13053)  90(13053)  90{13053)
FoRgANENADER | 7o asiMpany MPAPSI)  100(14503) 100(14503) 100(14503)
Coefficient of friction ASTM D1894 ‘static/kinetic 0.4/035  04/035  04/035
| THERMAL
Shrinkage MG EaSHe DL Ie % 95 s OR
- TD  ASTM D1204 % 0 0 0
SURFACE
Seal Strenth 135'C;0.55/0.25MPa N/15mmig/in) 1.2{207) 1.2(207) 1.2{207)
Surface tension ASTM D2578 dynefem 42 =42 =42
BARRIER
WYTR ASTM E398 /o’ /24h 90058 9.0(058)  9.0(0.58)
Ipor
TGy . : em’/m’ 24h < . ey
oT ASTM D3385 O 7.56(049) 7.56(0.49) 7.56(0:49
2 (cc/100in™ 24k) s gt S

* Vefues for reference dato ondy contact 5O Pk €O.LTD for sctus gauges svailaicie
NOTEThe stated values o typocal dars and are rok specification of guaraites. SO Park sugoest that gurchaser confirm pradisct comaatibisty prioy to use
of this peoduct Sated valias s befieved ta be sceurate but 2l Infonvation s presented withut guarantee o) respuaaifity ot 1ise part of 58 Pack COLTD
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